Gypsum Wallboard Partitions / Steel

Framing

No.| Fire Rating Ref. Design No. Description STC No Test No.
SINGLE LAYER-1 5/8'(41.3 mm)STUDS
FIRE - Sound
SINGLE LAYER-3 5/8" (92.1mm) STUDS
S [ hr - . FM wp45 5/8"(15 9mm)Fre-Shield Gypsum Wallboard or 516" £ NGC 2385
| GA WP 1200 (15.9mm|Fire-Shield MR Board screw attached horizontally
toboth sides 3 5/8"(92.1 mm)steel studs,24'0.¢.(610mm).
All wallboard joints staggered.
OSu T-1770 5/8"(15.9mm) Fire-Shield Gypsum Wallboard screw attached
vertically to both sides 3 5/8" (92.1mm) steel studs, 24"0.c.
(610mm). Wallboard joints staggered.
2112'(63.5mm)mineral wool or glass fiber in cavity. 47 NGC 2386
UL U465 5/8" Gold Bond Fire-Shield C Wallboard screw attached
UL V438 vertically with fasteners 8"0.c. at edges and 12" o.c.
in the field of the board to 3-5/8" steel studs spaced
maximum 24" o.c. with joints staggered on opposite sides
of the wall. "Insert" UL" as Ref.& "U 465" as Design No.
S| ey WWHIB5T-0A3001 515 St Type X HimpactWalboar 4 Basedon
UL U495 screw atached verally to both sides of 358" (2.1 mm) NGC 2501
UL V416 20 quage steel studs 16" o.c. (406 mm). Wallboard joints
GA WP 1201 staggered.
43 Based on
2-1/2" (63.5 mm) glass fiber in cavity NGC 2502
7 (1hr. ]| [TSIWHI J99-4001 1/2'(12.7mm) PermaBase cement board screw “ NGC
EH N H H HH H HH attached horizontally or vertically on one side 2099015
_— = to 3-5/8" steel studs 16"0.c.(406mm) and 5/8"
(15.9mm) Fire-Shield Wallboard screw attached
vertically on opposite side, joints staggered, 3"
(76mm) thick mineral wool batts in stud cavity.
8 (%mp . FM Baedon 112(12.7mm)Fre-Shield C Gypsum Wellbord screw 45 NGC 216
J; 120020000060000 WP-51 attached vertically to both sides 3 5/8"(92. 1mm)steel studs,
o 24"0.c.(610mm). 2'(51mm)glass fiber in stud cavty.
Wallboards joints staggered.
o| 1 UL Basedon 112'(12.7mm)Fire-Stield C Gypsum Wallooard screw 45 NGC 2149
" V4ot attached vertically to both sides 3 5/8"(92. Tmm)stel
FM ' Based on studs,24"0.¢.(610m). 2'(51mm)mineral wool
WP-51 (2112 pcf{dOkgim )]in stud cavity. Wallboard joints
GA WP1070 staggered.
UNBALANCED - 3 5/8" (92.1mm) STUDS
12 1hr FM  Basedon 12'(12.7mm)Fire-Shield C Gypsum Wallooard screw attached 4 NGC 2323
WP-66 vertically to both sides 3 5/8'(92.1mm)steel studs,spaced 24"0.c.
(610mm). Second layer screw atiached vertcally to one sice only
Wallboard joints staggered.
GA  Basedon | 7gmm) glass fverin caiy, 50 Based on
WP 1021 NGC 2253
13 [ 102 0SU T-3240 5/8"(15.9mmFire-Shield C Gypsum Wallooard or 58"(15 9rmm) 44 NGC 2388
S Fire-Shield MR Board screw attached vertically to both sides 3 5/8"
o (92.1mm) steel studs,24"0.c.(610mm). Second layer one side
only, laminated vertically. Wallboard joints staggered.
2112'(63.5mm)mineral wool or glass fiber in cavity. 50 NGC 2522

System Performance

5-7/8" 2 HR Fire
UL Design No. U443
(BSA 552-85-SM)
g —~———=—>=—-— 56 STC Sound

| SA-851016

System Description

Steel Stud Partition (Non-load-bearing)

- 1/4" ceramic tile

- 1/2" DUROCK Brand Cement Board

- 1/2" SHEETROCK Brand FIRE-CODE C Core Gypsum Panel (base layer)
- 3-5/8" 20 gauge steel stud 16" o.c.

- 3" mineral wool insulation

- 1/2" SHEETROCK Brand FIRE-CODE C Core Gypsum Panels

- Face layer joints taped

73/4"

System Performance

1 HR Fire

UL Design No. U451 or U419
56 STC Sound
RAL-TL-84-141

L

System Description
Steel Stud Partition (Non-load-bearing)

- 5/8" SHEETROCK Brand FIRE-CODE C Core Gypsum Panel
- RC-1 resilient channel

- 6" 20 gauge steel stud 24" o.c.

- 5" mineral wool batt

- 5/8" SHEETROCK Brand FIRE-CODE C Core Gypsum Panel
- Panels applied vertically

- Perimeter caulked

5-7/8" 2 HR Fire 5-7/8"
UL Design No. U443
(BSA 552-85-SM)
PR = " 56 STC Sound

System Performance

~ | SA-851016

System Description
Steel Stud Partition (Non-load-bearing)

- 1/4" ceramic tile

- 1/2" DUROCK Brand Cement Board

- 1/2" SHEETROCK Brand FIRE-CODE C Core Gypsum Panel Mold Tough (base layer)
- 3-5/8" 20 gauge steel stud 16" o.c.

- 3" mineral wool insulation

- 1/2" SHEETROCK Brand FIRE-CODE C Core Gypsum Panels Mold Tough

- Face layer joints taped

System Performance

2 HR Fire

UL Design No. U443

(BSA 552-85-SM)
B — 56 STC Sound

~ | SA-851016

System Description

Steel Stud Partition (Non-load-bearing)

- 1/4" ceramic tile

- 1/2" DUROCK Brand Cement Board

- 1/2" IMPERIAL Brand FIRE-CODE C Core Gypsum Base (base layer)
- 3-5/8" 20 gauge steel stud 16" o.c.

- 3" mineral wool insulation

- 1/2" IMPERIAL Brand FIRE-CODE C Core Gypsum Base

- Face layer joints taped
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3 5/8" METAL STUDS @ 16" O.C. STC 45

6" METAL STUDS @ 24" O.C. (STC 45)

8" METAL STUDS @ 16" O.C.

35/8" METAL STUDS @ 16" O.C. W/
5/8" GYPSUM WALLBOARD ON ROOM
SIDE ONLY

77\ PARTITIONS

SEALANT (BOTH SIDES)

GALVANIZED METAL STUD TRACK
CEILING AS SCHEDULED

5/8" TYPE "X" GYPSUM WALLBOARD (1)
LAYER, BOTH SIDES OF STUDS

GALVANIZED METAL STUDS

3" THICK ACOUSTIC BATT INSULATION,
(STC RATED WALLS ONLY)

GALVANIZED METAL STUD TRACK

SEALANT, BOTH SIDES

CONCRETE SLAB, SEE STRUCTURAL

A-106

2A

2B

2C

2D

GALVANIZED METAL STUDS

3 5/8" METAL STUDS @ 16" O.C. (STC 45)

6" METAL STUDS @ 16" O.C.

8" METAL STUDS @ 16" O.C.

35/8" METAL STUDS @ 16" O.C. W/

5/8" GYPSUM WALLBOARD ON ROOM

SIDE ONLY

: B

¥ GALVANIZED METAL STUD TRACK

5/8" TYPE "X GYPSUM WALLBOARD
2 (1) LAYER, BOTH SIDES OF STUDS

o

NOTE: ALL TOILET ROOMS SHALL HAVE 5/8"
CEMENTITIOUS BACKER BOARD (IN LIEU OF 5/8" GYPSUM

WALL BOARD) WITH TILE WAINSCOT. PROVIDE

5/8" MOISTURE RESISTANT GYPSUM
WALLBOARD ABOVE WAINSCOT LEVEL.

FINAL SUBMISSION

MARCH 2012

WALLS ONLY)
GALVANIZED METAL STUD TRACK

SEALANT, BOTH SIDES

CONCRETE SLAB, SEE STRUCTURAL

3" THICK ACOUSTIC BATT INSULATION, (STC RATED

25 GA. RESILIENT CHANNELS
@24"0.C.

3A | 35/8"METAL STUDS @ 16" O.C. (STC > 56)

3B | 6"METALSTUDS @ 16" 0.C.

IF SHEET IS LESS THAN (30"x42") IT IS

A REDUCED PRINT; SCALE ACCORDINGLY

CEILING LINE

5/8" TYPE "X GYPSUM WALLBOARD

GALVANIZED METAL STUDS
25 GA. RESILIENT CHANNELS
@24"0.C.

3" THICK ACOUSTIC BATT INSULATION, (STC RATED

WALLS ONLY)
GALVANIZED METAL STUD TRACK

SEALANT, BOTH SIDES

CONCRETE SLAB, SEE STRUCTURAL

vvvvvvvvvvvvvvvvvv ——] — ] b b
WRD WRD | M ! WRD WRD — WRD |
° 1A ° 3A = = ° 1A ° 1A ° 1A :
MECH 001 i
STC > 56 STOR. 021 EXAM SCREENING 020 _ ®— 3B [|  TREATMENT 019 PREVENTATIVE MED,. 0OC HEALTH NURSE 3
g STC 40 2 STC = 56 o STC 55 g N%?%E‘l g18 STC 45 EXSA_II}/(I: 3016 |
u A 45 i
2A | 3l / 1A l T ¢ ﬁ*\/ | ] |
B D 1| ﬁ'jl 1 | | Tr'l:‘r '$ L ‘$’ 1 | -$;
T i ' i ' a i
' a) N ® a - T |2A
<] & ° o c ” ® | COoR (AL — C =
- STC 45 = |
F | H I =
fif,,J;j R —— — | - — — q ————— —] |:| ¢
®
3A ) 12'-2" ) ¢ A || |
LOUNGE 002 WRD Er ﬂ SOIKED LINEN 030 & 2A
STC 40 MENS LOCKER 02 OMENS LOCKER 023 ] - STC 40 VISION TESTING 015
2A i STC40 | [ STC40 ° 2A ° 2A o oA ° 2A ! ST 48
— 12'-2"
1 I HH—12'-2" 12'-2" — 12'-2" 1 2A — !
) ® 2A B - || COMM. 027 2A 2AH D ﬁi
ol | RECORDS 026 stca0 | =) “ o - —-—-- 7 2ATT
] ° —H——12A I STC 40 | AUDIO 033
—— 122" [ STC 45 |
| | [ | | 2A 1 2|_2|| I
| [2A 2A R ¢ | : WRD .
® WRD —‘ .‘ CLEAN LINEN 031 | | ——WRD B
' STC 40
° | 2A | EXAM 2 014
LCP§)_FI6P405 003 | M. STAFF oba A Ao e A A B il e | STC 45
2A STC 40 RECEPT. 028 % o o @ ===t === '3;: ° 2A
v 1B STC 40 | = 1A = 1A Bi
1 | l COPIER ¢32 J. ] 2A [T ]
2A ﬁ e (| led | | - == - ——— 4 3 1 m el | B ——— E
Y ® P A i
o
o
T i = — WRD ¢
= 1A —— WRD 1A |
1A
() () I '
— 1 = o ] PROVIDER 013 [
g%ogg —— WRD o WRD ./_ 4'-HIGH WALL B Ja W ADU ngRCEEguNG 011 STC 40
| RD i = ol 1A EXAM 1 012
H1A ® 1A ® 1A STC 45 |
| o—Hh 2D °® 1A 1A
| STOR 006 1A
| STC 45 WR - WRD —— WRD WRD
WRD -
| ] | I ] T I — — — — — — = — S - il — E | I ]
r%; ““““ ;%.V T ";%.‘l‘ T T e e o e T ;%.‘V “““ ;_%:V‘ L P s ‘41%1
MENS /WOMENS TOILET 009,010
STC 40
0 4' ! 12'
e — e S—
\ \v GALVANIZED METAL STUD BRACE TO GALVANIZED METAL STUD BRACE TO
2 STRUCTURE AT 48" O.C. 1 STRUCTURE AT 48" O.C.
BOTTOM OF STRUCTURE/DECK ABOVE
| T~ GALVANIZED METAL STUD TRACK

A106

| —
DESIGN/BUILD

766 MIDDLE ST., FARHOPE, AL 36532 251-990-5778

DEPARTMENT OF THE

NAVY NAVAL FACILITIES ENGINEERING COMMAND

NAVAL SUPPORT ACTIVITY

PANAMA CITY, FLORIDA

ARCH. & ENGR. SEAL

PANAMA CITY JOINT OUTPATIENT CLINIC

NAVAL GULF COAST HEALTH CARE

PARTITION FLOOR PLAN

NATURAL RESOURCES & ENVIRONMENTAL AFFAIRS P.W. DWG. NO.
SATISFACTORY
TO DATE
DRAWN BY
SAFETY DEPARTMENT RWC
SATISFACTORY
TO DATE CHECKED BY
WwWB
FIRE DEPARTMENT SUPERVISOR
BT W
APPROVED
PUBLIC WORKS SUPERVISOR
SATISFACTORY
TO DATE
PUBLIC WORKS OFFICER

DATE

SIZE CODE IDENT. NO. NAV FAC DRAWING NO.

F 80091 N/A
HQMC BE1206M CONSTR. CONTR. NO N69450-11-D-2529
PROJ. NO. : - NO.

SCALE AS NOTED MACC.

T.O0# SHEET OF




	A-106 PARTITION FLOOR PLAN

